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 7.72 
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 45.00 

 12.7 TUBE OD, 1.25 WALL 

 R38.1 
 140° 

 59.00 

 2x 37° 

 110.15 

 34.81 

 179.84 

 46.84 

NOTES:

MATERIAL: SEAMLESS TUBE, HYD. FLUID LINE GRADE1.
 

FINISHED PART TO BE FREE OF SHARP EDGES AND BURRS.2.
             INSIDE OF TUBE TO BE FREE OF DIRT AND FOREIGN MATTER

ASSEMBLE HYD FITTINGS PRIOR TO FLARING3.

REV CHANGED FROM BY DATE APRD

A RELEASED  FOR PRODUCTION JMG 1/20/14

ITEM NO. PART NUMBER DESCRIPTION QTY.
1 95232 FLARE, TUBE SLEEVE, PARKER 8 TX 2
2 95231 FLARE, TUBE NUT, PARKER 8 BTX 2

REPORT ERRORS & CHANGES
REMOVE ALL BURRS AND SHARP EDGES

DIMENSIONS ARE IN MILLIMETERS.
UNSPECIFIED TOLERANCES:

DECIMALS:              FINISH:              ANGLES:

X.     1.0                                          0.5
.X     0.5                                                          
.XX   0.25                                                        
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