[TEM NO. | PART NUMBER DESCRIPTION QTY.

254504 PLANET GEAR

1 1
— 2 254710 SLEEVE ASS'Y, PLANET PIN BEARING 1
3 254711 RETAINER ASS'Y, PLANET PIN BEARING 1
I 4 254712 PIN ASS'Y, PLANET CARRIER 1
5 254786 BEARING ASS'Y, PLANET GEAR (CARRIER) 1
I
<
NOTES
% 1. THREE UNIQUE ASSEMBLIES REQUIRED - A, B & C - EACH WILL HAVE BESPOKE SETTINGS FOR
BRG LUB OIL CIRCUIT FEATURES FACES "X" AND "Y' ON ITEM #3 TO ACHIEVE PROPER BEARING PRE-LOAD BASED ON MFG
7 RECOMMENDATION.
__AQ l 2. FOR ASSEMBLY, SEE DOCUMENT 1509-DC-035 PLANET STAGE ASSEMBLY PROCEDURE.
é, 3. ITEMS IN EACH ASSY WILL REQUIRE A UNIQUE IDENTIFYING CODE.
C 4. INSTRUMENTATION TO BE COMPLETED PRIOR TO ASSEMBLY PER LAYOUT DRAWINGS 1551-LY-201,
Ij 1551-LY-202, 1551-LY-203, AND 1551-LY-204.
| ] 5. THE PLANET GEAR ASSEMBLY WITH THE MOST INSTRUMENTATION SHALL BE DESIGNATED AS
% g UNIQUE ASSEMBLY "B" AND MUST BE INSTALLED INTO PLANET STATION "B" OF THE CARRIER.
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